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INTERCHANGEABILITY LIST 

R Interchangeability - US - Ed.1- May 2026

R PUMPS

A customer variation 
Shaft length : 3.125''

Rated 
pressure

Inactive 
Model Flow rate

Replacement

Model Rated 
pressure Flow rate Shaft length

(in inches) Remarks

125  PSI 1R162D-4A5 7 GPH at 1725 RPM J4PAB10008M* 100 PSI 22 GPH at 1725 RPM / 
54 GPH at 3450 RPM 3.15

150 PSI
2R111C-5A1 5 GPH at 1725 RPM 2R111C-5C3 150 PSI 7 GPH at 1725 RPM 3.6875 Longer shaft

2R111D-5A1 5 GPH at 1725 RPM 2R111D-5A3 150 PSI 7 GPH at 1725 RPM 3.125

300 PSI 22R221A-5A3 21 GPH at 3450 RPM 22R221D-5C3 300 PSI 21 GPH at 3450 RPM 3.6875 Longer shaft + Nozzle 
port opposite side

AA customer variation 
Shaft length : 2.4375"

Rated 
pressure

Inactive 
Model Flow rate

Replacement

Model Rated 
pressure Flow rate Shaft length

(in inches) Remarks

300 PSI
22R221B-5AA14 23 GPH at 3450 RPM 22R221C-5AA14 300 PSI 23 GPH at 3450 RPM 2.4375 Nozzle port opposite 

side

22R221D-5AA14V 23 GPH at 3450 RPM 22R221D-5AA14 300 PSI 23 GPH at 3450 RPM 2.4375

BQ customer variation
Shaft length : 1.875"

Rated 
pressure

Inactive 
Model Flow rate

Replacement

Model Rated 
pressure Flow rate Shaft length

(in inches) Remarks

80 PSI
2R283D-5BQ4V 30 GPH at 1725 RPM 2R283D-5BQ4 80 PSI 30 GPH at 1725 RPM 1.875

2R686C-5BQ4V 65 GPH at 1725 RPM 2R686C-5BQ4 80 PSI 65 GPH at 1725 RPM 1.875

150 PSI 1R111B-4BQ1 5 GPH at 1725 RPM 2R111C-5BQ3 150 PSI 7 GPH at 1725 RPM 1.875 Nozzle port opposite 
side

*When replaced by a Suntec J pump : need to change motor coupling and check connection with piping.
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BX customer variation
Shaft length : 2.4375"

Rated 
pressure

Inactive 
Model Flow rate

Replacement

Model Rated 
pressure Flow rate Shaft length

(in inches) Remarks

20 PSI 2R233D-5BX4 30 GPH at 1725 RPM 2R233D-5AA4 20 PSI 30 GPH at 1725 RPM 2.4375 

300 PSI

2R626D-5BX14 50 GPH at 1725 RPM 2R626D-5AA14 300 PSI 50 GPH at 1725 RPM 2.4375

22R220D-5BX14 14 GPH at 3450 RPM 22R220D-5AA14 300 PSI 14 GPH at 3450 RPM 2.4375

22R221B-5BX14 23 GPH at 3450 RPM 22R221B-5AA14 300 PSI 23 GPH at 3450 RPM 2.4375

22R221D-5BX14 23 GPH at 3450 RPM 22R221D-5AA14 300 PSI 23 GPH at 3450 RPM 2.4375

22R322D-5BX14 34 GPH at 3450 RPM 22R322D-5AA14 300 PSI 34 GPH at 3450 RPM 2.4375

22R623D-5BX14 56 GPH at 3450 RPM 22R623D-5AA14 300 PSI 56 GPH at 3450 RPM 2.4375

C customer variation
Shaft length : 3.6875"

Rated 
pressure

Inactive 
Model Flow rate

Replacement

Model Rated 
pressure Flow rate Shaft length

(in inches) Remarks

100 PSI 1R151B-4C1 8 GPH at 1725 RPM 7946B6 7 GPH at 100-150 PSI/ 
2 GPH at 150-200 PSI 1.653

shaft adapter 
991378 (shorter 

shaft)

125 PSI

1R162C-4C5 7 GPH at 1725 RPM J4PCB10008M 100 PSI 22 GPH at 1725 RPM/ 
54 GPH at 3450 RPM 3.15

1R162D-4C5 7 GPH at 1725 RPM J4PAB10008M 100 PSI 22 GPH at 1725 RPM/ 
54 GPH at 3450 RPM 3.15

2R162C-4C5 7 GPH at 1725 RPM
2R111C-5C3 150 PSI 7 GPH at 1725 RPM 3.6875

22R211C-5C3 150 PSI 25 GPH at 3450 RPM 3.6875

2R162D-4C5 7 GPH at 1725 RPM
2R111D-5C3 150 PSI 10 GPH at 1725 RPM 3.6875

22R211D-5C3 150 PSI 25 GPH at 3450 RPM 3.6875

*When replaced by a Suntec J pump : need to change motor coupling and check connection with piping.
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*When replaced by a Suntec J pump : need to change motor coupling and check connection with piping.
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C customer variation
Shaft length : 3.6875"

Rated 
pressure

Inactive 
Model Flow rate

Replacement

Model Rated 
pressure Flow rate Shaft length

(in inches) Remarks

150 PSI

1R111A-4C1 5 GPH at 1725 RPM
J4PCB10008M 100 PSI 22 GPH at 1725 RPM/ 

54 GPH at 3450 RPM 3.15

2R111D-5C3 150 PSI 10 GPH at 1725 RPM 3.6875 Nozzle port opposite 
side

1R111B-4C1 5 GPH at 1725 RPM
J4PCB10008M 100 PSI 22 GPH at 1725 RPM/ 

54 GPH at 3450 RPM 3.15 Nozzle port on 
opposite side

2R111C-5C3 150 PSI 7 GPH at 1725 RPM 3.6875 Nozzle port opposite 
side

1R111C-4C1 5 GPH at 1725 RPM
J4PCB10008M 100 PSI 22 GPH at 1725 RPM/ 

54 GPH  at 3450 RPM 3.15

2R111C-5C3 150 PSI 7 GPH at 1725 RPM 3.6875

1R111C-4C3 10 GPH at 1725 RPM J4PCB10008M 100 PSI 22 GPH at 1725 RPM/ 
54 GPH at 3450 RPM 3.15

1R111D-4C1 5 GPH at 1725 RPM
J4PAB10008M 100 PSI 22 GPH at 1725 RPM/ 

54 GPH at 3450 RPM 3.15

2R111D-5C3 150 PSI 10 GPH at 1725 RPM 3.6875

1R111D-4C3 10 GPH at 1725 RPM J4PAB10008M 100 PSI 22 GPH at 1725 RPM/ 
54 GPH at 3450 RPM 3.15

21R211C-4C3 21 GPH at 3450 RPM J4PCB10008M 100 PSI 22 GPH at 1725 RPM/ 
54 GPH at 3450 RPM 3.15

21R211D-4C3 21 GPH at 3450 RPM J4PAB10008M 100 PSI 22 GPH at 1725 RPM/ 
54 GPH at 3450 RPM 3.15

2R111C-5C1 5 GPH at 1725 RPM 2R111C-5C3 150 PSI 7 GPH at 1725 RPM 3.6875

2R111D-5C1 5 GPH at 1725 RPM 2R111D-5C3 150 PSI 10 GPH at 1725 RPM 3.6875

300 PSI

1R122C-4C3 12 GPH at 1725 RPM J6PCC10008M 300 PSI 17 GPH at 1725 RPM/ 
63 GPH at 3450 RPM 3.15

1R122D-4C3 12 GPH at 1725 RPM J6PAC10008M 300 PSI 17 GPH at 1725 RPM/ 
63 GPH at 3450 RPM 3.15

21R221C-4C3 21 GPH at 3450 RPM
J4PCC10008M 300 PSI 2 GPH at 1725 RPM / 

35 GPH at 3450 RPM 3.15

22R221C-5C3 300 PSI 21 GPH at 3450 RPM 3.6875

2R223B-5C3 20 GPH at 1725 RPM 2R223C-5C3 300 PSI 20 GPH at 1725 RPM 3.6875 Nozzle port opposite 
side

22R221A-5C3 21 GPH at 3450 RPM 22R221D-5C3 300 PSI 21 GPH at 3450 RPM 3.6875 Nozzle port opposite 
side

22R221D-5C14V 23 GPH at 3450 RPM 22R221D-5C14 300 PSI 23 GPH at 3450 RPM 3.6875

22R623B-5C14 56 GPH at 3450 RPM 22R623C-5C14 300 PSI 56 GPH at 3450 RPM 3.6875 Nozzle port opposite 
side

22R623C-5C14V 56 GPH at 3450 RPM 22R623C-5C14 300 PSI 56 GPH at 3450 RPM 3.6875


